
M16 Series Specifications

公头接头母针-Male Connector &Female PIN/Female connctor & Male PIN

Descrlption Fieid Assembly,Thread ,Solder Fieid Assembly,Thread ,Solder

芯数 Pin 料号 Part No. 芯数 Pin 料号 Part No.

2 92031-02 2 92030-02
3 92031-03 3 92030-03
4 92031-04 4 92030-04
5 92031-05 5 92030-05
6 92031-06 6 92030-06
7 92031-07 7 92030-07
8 92031-08 8 92030-08
9 92031-09 9 92030-09
10 92031-10 10 92030-10

≤0.5mm2

7

110v

5A

≤0.3mm2

2

250v

15A

≤1.5mm2

3

251v

15A

≤1.5mm3

4

252v

15A

≤1.0mm2

8

110v

5A

≤0.3mm2

9

60v

5A

≤0.2mm2

10

60v

5A

≤0.2mm2

芯数 Pin

组装式，螺纹，焊接 组装式，螺纹，焊接描述

照片
Photo

尺寸 (Drawing)

11 125 6

11 92031-11 11 92030-11
12 92031-12 12 92030-12

料号
P/N

PIN 排列
PIN Layout

3.5mm~8.5mm

额定电压
Vdiage
额定电流
Current
线材匹配
Wire Gague
插拔次数
Mechanlcal
工作温度
Operating
Rating防水等级

Waterproof
Levei

线材外径
CABLE OD

3000  Mating cycles

-40~105C

IP67

60v

5A

≤0.2mm2

60v

5A

≤0.2mm2

110v

5A

≤0.75mm2

110v

5A
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Test conditions

Standard

中 试验

次数 

Relative humidity

M16 connector test report



TITLE:

DWG NO.:B00013

CHKD.: 

APPD.: 

DR.:

PART NO.:

REV.SCALE 

CUS P/N:

SHEET 

.X°±1.0°

X.°±2.0°

.XX±0.2

.X±0.5

X.±1.0

DESCRIPTIONREV.  APPD.

UNDECLARED TOLERANCE 

ITEM DESCRIPTION QTY

MOLD  NO。 

.XX°±0.5°

DATE

NOTE:

2. TESTING CONDITIONS:

1. 100% OPEN AND SHORT ELECTRICAL TEST.

VOLTAGE: 300V AC 600V DC 

INSULATION RESISTANCE: 30 Mohms min.

CONTACT RESISTANCE: 2 Ohms max.

INITIAL RELEASED

A1/11:1HWJ_03/11/18'

04/24/19'WANGA

 This is a RoHS assembly.

M16/M Waterproof connector

assembly type

RFQ NO.: XXXXXX

PART  NAME

92030-XX

骏慧兴业科技有限公司

Shenzhen JH-C Precision Technology CO

http://www.jh-com.com

2pin 3pin 4pin 5pin 6pin 7pin 8pin 9pin 10pin11pin 12pin

8pin 9pin 10pin

42

11.5∅19.5



TITLE:

CHKD.: 

APPD.: 

DR.:

PART NO.:

REV.SCALE 

CUS P/N:

SHEET 

.X°±1.0°

X.°±2.0°

.XX±0.2

.X±0.5

X.±1.0

DESCRIPTIONREV.  APPD.

UNDECLARED TOLERANCE 

ITEM DESCRIPTION QTY

MOLD  NO。 

.XX°±0.5°

DATE

NOTE:

2. TESTING CONDITIONS:

1. 100% OPEN AND SHORT ELECTRICAL TEST.

VOLTAGE: 300V AC 600V DC 

INSULATION RESISTANCE: 30 Mohms min.

CONTACT RESISTANCE: 2 Ohms max.

INITIAL RELEASED

A1/11:1HWJ_03/11/18'

04/24/19'WANGA

RFQ NO.: XXXXXX

PART  NAME

骏慧兴业科技有限公司

Shenzhen JH-C Precision Technology CO

http://www.jh-com.com

2pin 3pin 4pin 5pin 6pin 7pin 8pin 9pin 10pin11pin 12pin

92031-XX

DWG NO.:B00014

M16/F Waterproof connector

assembly type

F-Pin

43±2

1
9

1
2


